
DRIP TAPE



Black polyethylene drip tape with double light blue stripes to 
indicate correct upward installation on the ground

Suitable for surface or shallow subsurface installation

Low installation and maintenance costs

Uniform water distribution and precise fertilizer dosing,  
even over long irrigation lines

Double continuous internal filter  
for excellent clogging resistance

High resistance to UV rays, 
agricultural chemicals, and acids

Low technological coefficient of variation (CV)

Drip tape compliant with UNI EN ISO 9261 standards

FEATURES AND BENEFITS

TAPELINE is a next-generation drip tape, designed with a continuous turbulent-flow labyrinth that significantly 
reduces the risk of clogging. Thanks to the close spacing of the drippers, it is particularly suitable for drip 
irrigation in floriculture, horticulture on well-drained soils, and greenhouse applications.

TECHNICAL SPECIFICATIONS DIAMETER 16 mm DIAMETER 22 mm DIAM. 29 mm

Internal diameter 16,1 mm 22,2 mm 22,0 mm 29,0 mm

Thickness 5 mil
0,125 mm

6 mil
0,15 mm

8 mil
0,20 mm

10 mil
0,25 mm

7 mil
0,18 mm

8 mil
0,20 mm

10 mil
0,25 mm

12 mil
0,30 mm

10 mil
0,25 mm

12 mil
0,30 mm

Max working pressure 0,70 bar 0,80 bar 1,00 bar 1,00 bar 0,70 bar 0,80 bar 1,00 bar 1,00 bar 0,80 bar 1,00 bar

Max washing pressure* 0,90 bar 1,00 bar 1,20 bar 1,40 bar 1,00 bar 1,10 bar 1,30 bar 1,50 bar 1,10 bar 1,30 bar

Nominal flow rate (0,7 bar) 0,60 - 0,90 - 1,20 - 1,50 - 2,00 l/h 0,60 - 0,90 - 1,20 - 1,50 - 2,00 l/h

Dripper spacing 10 - 15 - 20 - 30 - 40 cm 10 - 15 - 20 - 30 - 40 cm

Coil length 3900 m 3000 m 2286 m 1800 m 2100 m 1800 m 1500 m 1200 m 1200 m 1000 m

*For a duration of approximately 30 minutes with open ends


